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● Lever type. ● For spatter removal, rust removal and shell removal.

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

EDP Model No. Needles Piston Dia.
（㎜）

Stroke
（㎜）

Free Speed
（bpm）

Overall Length
（㎜）

Air Consumption
（m3/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370166 SP-1482 19 pcs. 20 34 4200 260 0.13 1/4"NPT 2.5 Needle 19 pcs. 003227
370159 SP-1460 12 pcs. 20 12 5000 230 0.2 1/4"NPT 1.26 Needle 12pcs. 002084
370167 SP-1470 19 pcs. 25 22 4000 320 0.4 1/4"NPT 2.6 Needle 19 pcs. 001186

Needle Size Φ3mm×180mm �

EDP Model No. Chisel Shape Piston Dia.
（㎜）

Stroke
（㎜）

Free Speed
（bpm）

Overall Length
（㎜）

Air Consumption
（㎥/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370163 SP-1460FC Flat 20 12 5000 175 0.2 1/4"NPT 0.9 Flat Chisel 002091
370165 SP-1470FC Bent Flat 25 22 4000 215 0.4 1/4"NPT 1.7 Bent Flat Chisel 002077
Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

FLUX CHIPPER

● Ideal for deburring, rust and spatter removal. ● Lever type. ● Cap lock chucking.
CHIPPER Shank�Φ11mm� ［STRAIGHT］

SP-7231

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Rear exhaust   Air connector included

CUT-OFF TOOL

● 3-position Flex Head. ● Urethane covered cushion grip. ● Safety lever. 
● Built-in power regulator. ● 360 degree rotating rear exhaust port.

● Adjustable cut depth: minimum 3mm. ● 3-position Flex Head. ● Urethane covered cushion grip. 
● Safety lever. ● Built-in power regulator. ● 360 degree rotating rear exhaust port

SP-7231AWC

● Long shaft - Easy to hold. ● Stopper pin for fixing the rotating shaft ● Urethane covered cushion grip. 
● Safety lever. ● Built-in power regulator. ● 360 degree rotating rear exhaust port

SP-7234

EDP Model No. Thread
（㎜） Install method Free Speed

（min-1）
Overall Length

（㎜）
Air Consumption
（m3/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370132 SP-7231 - Hex bolt H11mm 18000 220 0.8 1/4"NPT 1.2 Spanner (H11mm) 003197
370133 SP-7231AWC - Hex bolt H11mm 18000 220 0.8 1/4"NPT 1.2 Spanner (H11mm) 003692
370131 SP-7234 M10×1.5 Disc Nut 14000 350 0.85 1/4"NPT 1.5 Disc Spanner, Allen key (H4mm) 003074

EDP PART NUMBER SPECIFICATION APPLICABLE 
MODELS QUANTITY JAN

（4545695）

370326 SP-7231-76 76 mm dia. ×1 mm thickness ×10 mm hole SP-7231 5 000976
370325 SP-7234-100 100 mm dia. ×1 mm thickness ×10 mm hole SP-7234 10 000716

Slender/lightweight, cut-off tool for straight cutting

SP-7234

Slender and lightweight compared to ordinary disc grinders for improved workability.
The cutting speed is much faster than with air saws.
●Safety cover completely covering half of the wheel, adjustable position.
●Safety lever to prevent accidental starting. 
●360 degree rotating rear exhaust

●Spindle-lock button enables to change accessories easily.
●Long shaft for deep work, easy to hold with hands.
Warning：For safety reasons, always use a grinding wheel 

with a diameter of 100 mm, thick of 1 mm, 
hole of 10 mm.

Warning：For safety reasons, always use a grinding wheel 
with a diameter of 76 mm, thick of 1 mm, 
hole of 10 mm.

SP-7231/SP7231AWC
●3-position Flex head : 22.5 degree up, straight or 22.5 
　degree down

←Spindle-lock button

→Safety cover
←Long shaft

Safety lever→

　↑
Rotary 
exhaust

UP!

DOWN!

� SP-7231/7234

Disc Size 75mm/3" � �[FLEXIBLE�HEAD]

Disc Size 100mm/4" � �[LONG�TYPE]

Disc Size 75mm/3" � ［W/�ADJUSTABLE�COVER］

CUTTING WHEEL

四 校
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