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Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

HAMMER

● Variable speed trigger. ● Built-in regulator.

SP-1410
● SP-1410 and 4 chisels  (Flat, Sheet metal, Spot welder and Taper 
punch) in PB case.

SP-1410-K

EDP Model No. Install method Free Speed
（bpm）

Overall Length
（㎜）

Air Consumption
（m3/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370160 SP-1410 Quick change retainer 3000 216 0.3 1/4"NPT 1.65 - 000851

370162 SP-1410-K Quick change retainer 3000 216 0.3 1/4"NPT 1.65 4 chisels (Flat, Sheet metal, Spot 
welder and Taper punch) in PB case. 000868

Chisel Size 10mm

NEEDLE SCALER

● Lever type. ● For spatter removal, rust removal and shell removal.

SP-1460

● Lever type. ● For paint removal, spatter removal and slag removal.

SP-1482

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

EDP Model No. Needles Piston Dia.
（㎜）

Stroke
（㎜）

Free Speed
（bpm）

Overall Length
（㎜）

Air Consumption
（m3/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370166 SP-1482 19 pcs. 20 34 4200 260 0.13 1/4"NPT 2.5 Needle 19 pcs. 003227
370159 SP-1460 12 pcs. 20 12 5000 230 0.2 1/4"NPT 1.26 Needle 12pcs. 002084
370167 SP-1470 19 pcs. 25 22 4000 320 0.4 1/4"NPT 2.6 Needle 19 pcs. 001186

Needle Size Φ3mm×180mm �  [PISTOL�TYPE]

● High power. ● Lever type. ● For spatter removal, rust removal and shell removal.

SP-1470

Needle Size Φ3mm×180mm �Needle Size Φ3mm×180mm �

Chisel Size 10mm � ［HAMMER�KIT�SET］

CHISEL

EDP Model No. Chisel Shape Piston Dia.
（㎜）

Stroke
（㎜）

Free Speed
（bpm）

Overall Length
（㎜）

Air Consumption
（㎥/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370163 SP-1460FC Flat 20 12 5000 175 0.2 1/4"NPT 0.9 Flat Chisel 002091
370165 SP-1470FC Bent Flat 25 22 4000 215 0.4 1/4"NPT 1.7 Bent Flat Chisel 002077
Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Front exhaust   Air connector included

FLUX CHIPPER

● Ideal for deburring, rust and spatter removal. ● Lever type. ● Cap lock chucking.

SP-1460FC

CHIPPER Shank�Φ11mm� ［STRAIGHT］
● High power type. ● Ideal for deburring, rust and spatter removal. ● Lever type. ● Ball lock chucking

SP-1470FC

CHIPPER Shank�SQ12.7mm� ［STRAIGHT］

EDP PART NUMBER SPECIFICATION

370339 CH-807 Sheet metal chisel 10×150 mm
370338 CH-810 Flat chisel 10×180 mm
370341 CH-812 Tapered punch chisel 10×170 mm
370340 CH-815 Spot welder chisel 10×150 mm

Air pressure: 0.62 MPa   Air hose inner dia.: 9.5 mm   Rear exhaust   Air connector included

CUT-OFF TOOL

EDP Model No. Thread
（㎜） Install method Free Speed

（min-1）
Overall Length

（㎜）
Air Consumption
（m3/min） Hose Coupling Net Weight

（kg） Accessories JAN
（4545695）

370132 SP-7231 - Hex bolt H11mm 18000 220 0.8 1/4"NPT 1.2 Spanner (H11mm) 003197
370133 SP-7231AWC - Hex bolt H11mm 18000 220 0.8 1/4"NPT 1.2 Spanner (H11mm) 003692
370131 SP-7234 M10×1.5 Disc Nut 14000 350 0.85 1/4"NPT 1.5 Disc Spanner, Allen key (H4mm) 003074

EDP PART NUMBER SPECIFICATION APPLICABLE 
MODELS QUANTITY JAN

（4545695）

370326 SP-7231-76 76 mm dia. ×1 mm thickness ×10 mm hole SP-7231 5 000976
370325 SP-7234-100 100 mm dia. ×1 mm thickness ×10 mm hole SP-7234 10 000716

� SP-7231/7234

Disc Size 75mm/3" � ［W/�ADJUSTABLE�COVER］

五 校
VESSEL_SPカタロクEng_21-22.indd   22VESSEL_SPカタロクEng_21-22.indd   22 2021/01/27   17:162021/01/27   17:16




